www.Driverindustrial.com

MADE IN THE

~ O T,

- I?‘.“
o .
]
=
Q.
o
)

Heavy Duty Spring Mount (Non-Powered) X528

Features & Benefits:

= Heavy Duty
= Zinc Plated Barrel Mount for Non-Powered Whips

= Heavy Duty Mount for Threaded &
Quick Disconnect Whips

= Highly recommended to help reduce whip breakage
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Weight | Overall Dimensions

Height Width
Other Available 1.38 LBS 4.75" 1.85"
Heavy Duty Spring Mount .63 (kg) | 120.65 (mm) | 46.99 (mm)
.
% Powered Options
\iyf? Available Upon Request!
€=
‘i—,’f 519.30BNP Shown with:
Shown Above ABM: Angle Bracket Mount
519.309NP
Stainless Steel
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¥ Available Whip Mounting Options: (Threaded/Quick Disconnect)

Steel Thread Mount Steel Quick Disconnect Mount  Angle Bracket Mounts (ABM) Hitch Mount Hitch Mount

Non-Powered
Thread mount
Optional

‘4“ Stainless Steel QD Mount
For quick disconnect whips HM1NPA :Hitch Mount with HMQDNPA : Hitch Mount with
Non-Powered Threaded Mount Non-Powered Quick-Connect
5 SWQDNP ABM: Angle Bracket Mount
I\F;Jn?Pi‘:v?;:\lez Non-P?)wered Attach vr\;zi:s tr:ioglbo:l::ck e T G R Al Mount and 107 dB Backup Alarm
or truck bed with this heavy Non-Powered Non-Powered
duty bracket.
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For More Information Call or Visit Us Online Today!

2115 W. Mountain View Rd. . .
Phoenix, AZ 85021 USA USA 602.424.2500 602.424.9777 Sales@Driverindustrial.com

2677 192nd St. #107 10
Surrey, B V3Z 3X1 CANADA

604.560.5080 604.560.5090 SalesCanada@SafetyWhips.com



