MADE IN THE

< Heavy Duty Warning Whips: Quick Disconnect (Powered) >

Non-Powered whips also available!

Full Color LED Whip Lights
(Single & Dual Color)

SC4 series (NEW)

Flashing or Non-Flashing
lights available!

SW08QD2-XY EXT-3QD  SC3series (NEW)
SWO05QD-XW Heavy Duty QD Breakdown Whip  Fiberglass Whip Extension All-in-One, F|aShlné~)| & NOS-FlaShlng
5ft (1.52m), Powered with 8ft (2.44m), Powered with Quick Disconnect Mount, Powered Programmable modes!
SC3-A (amber) LED whip light C4-x LED whip light 3ft (91m)
16" orange mesh fla 167orange mesh flag wyn f
with white reflective X" with yellow reflective "X Part # Size

EXT-1QD | 1t (.30m)

EXT-2QD | 2ft (.61m)

STANDARD SAFETY FLAG OPTIONS:
SW08QD-XY _ EXT-3QD | 3ft(.91m)
8ft (2.44m), Powered with

SC4-A (amber) LED whip light EXT-4QD | 4ft (1.22m) . . . .

&,Gitr?ryaerﬁ%i,"?fﬁgcft]ﬁ,% e EXT-6QD | 6ft (1.83m) Mesh Flags, Fluorescent Safety Colors,
UV Resistant, Anti-Microbial &

Standard Whip Frav Resistant
Lengths Available: fdyhesstan
Single Piece, Quick Disconnect Whips Two Piece, Quick Disconnect Breakdown Whips
with with with with with with
Whip NE5EGET 154 s 52 15 16”x16" 158 Al 54 158 Al 54 16”x 16"
Length Mesh Flag Reflective “X” Flag | Reflective “X” Flag Mesh Flag Reflective “X” Flag Reflective “X” Flag
5ft (1.52m) SW05QD-M SWO05QD-SXY SWO05QD-XY SW05QD2-M SW05QD2-SXY SW05QD2-XY
FLAG16-O-XY
8ft (244m) | SW08QD-M | SWOSQD-SXY | SW08QD-XY SW08QD2-M SW08QD2-5XY SW08QD2-XY Orange with Yellow Reflective X"
10ft (3.05m) | SW10QD-M SW10QD-SXY SW10QD-XY SW10QD2-M SW10QD2-SXY SW10QD2-XY 16"Lx 16"H
12ft (3.66m) | SW12QD-M SW12QD-SXY SW12QD-XY SW12QD2-M SW12QD2-SXY SW12QD2-XY
Custom Whip Lengths & Whip Extensions
available upon request!
( Recommended Whip Mounts )
For Powered, Quick Disconnect Mount whips FLAG16-Y-XW
Yellow with White Reflective “X”
HMQDA 16"Lx 16"H
Hitch Mount with
Quick-Connect Mount
Heavy Duty Spring Mounts Angle Bracket Mount and 107 dB Backup Alarm

i Green with White Reflective “X”

? 16"Lx 16"H

T |

ABM SWQD-PT SWQD-R

- Heavy Duty Bracket - Powered QD Mount  Powered QD Mount w/RCA
~ Attach whips to toolbox, wire in pigtail type power connector
rack, or truckbed Stainless Steel and RCA type pigtail

- =
‘ 519.309 519.30B
Powered Powered
Stainless Steel Zinc Plated




